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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Fig. 2 

Prior Art 
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Fig. 3 



Establish an encrypted acc. tunnel between a VPN Acc Client 
And a VPN Acc Server in response to the VPN Acc Client request for 
Information with the Acc tunnel terminating at VPN Acc server 








Transmit the VPN Acc Client's VPN address and required data 
Information To the VPN Acc Server over the Acc tunnel 






Establish an encrypted VPN tunnel between a VPN Acc Server 
And an appropriate VPN Content Server via a VPN Switch 
Wherein the appropriate VPN Content Server is determined 
By the required data Information transmitted 






Encrypt and transmit required data as defined by required data 
information from the VPN switch to the VPN Acc Server over the VPN tunnel 
Wherein the required data is communicated from the appropriate VPN Content 
Server to the VPN Switch prior to encryption and transmission 






Decrypt the required data at the VPN Acc server and accelerate the 
Now decrypted required data. Retransmit the required data to the 
VPN Acc Client over the Encrypted Acc tunnel 
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Decrypt the required data in response to the 
VPN Acc Client receiving the required data 
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